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CITY STANDARD GRADING & DRAINAGE NOTES: GRA D / N G P LAN F OR R E M E D /A 7-/ 0 N
 mrot ats e imsiny o P e ety pE O 295 E. VIRGINIA STREET

Department of Public Works Project Inspector at least 48 hours before start of any grading.

The Project Inspectoris ____ERIC WAL THER Voicemail No. (408) 794-7597 ' SA N Jo s E CA L / F 0 R N / A
2. action of natural earth matetials, 9

Approval of this plan applies only to (A) the excavation, placement, and comp
(B) the installation of on-site (i.e. private property) storm water conveyance and treatment facilities that are

outside of the 5-foot Building envelope, and (C) the installation of retaining structures. This approval does not

confer any rights of entry to either public property or the private property of others. Approval of this plan also A PN @ 4 72_ 2 5 _0 9 2
does not constitute approval of any improvements with the exception of those listed above Proposed @

improvements, with the exception of those listed above, are subject to review and approval by the responsible \

authorities and all other required permits shall be obtained.

-
o
=]

PROJ

3 Unless otherwise noted on the pian, any depiction of a retaining structure on this plan shall not constitute

approval for construction of the retaining structure unless a separate structural review, by the Department of -
Public Works is completed and approved GENERAL NOTES .

4. It shall be the responsibility of the Permittee or agent to identify, locate and protect all underground facilities. | 1 CONTRACTOR SHALL CONFORM T0O

o , | AlLL OSHA AND LOCAL CODE.
5. The permittee or agent shall maintain the streets, sidewalks and all other public rights-of-way in a clean, safe

and usable condition. All spills of soil, rock or construction debns shall be removed from the publicly owned | 2  EXCAVATION SAFETY SHALL BE THE

property during construction and upon completion of the project. All adjacent property, private or public shall | SOLE RESPONSIBILITY OF THE

be maintained in a clean, safe and usable condition. CONTRACTOR INCLUDING BUT NOT

L/ D TO SAFE EXIT M KE. | | 7')/

6 All grading shall be performed in such a manner as to comply with the standards established by the Air Quality | Hgéf!:_ EXCAVATION WENgﬂ,SCJ{'REgH - V/ c / N / MAP

Management District for airborne particulates _ SUPPLY OF AIR WHEN IN TRENCH, — - — ~ —
| | | _ | _ | PROTECTIVE FENCING, AND NTS
7. This project has been designed to comply with the Flood Hazard Area Regulations as stated in Chapter 17.08 DEWA TERING. ) | -

of the San Jose Municipal Code.

3 CONTRACTOR SHALL "CALL BEFORE

YOU DIG” 811 PRIOR TO ANY
DEMOLITION OR EXCAVATION.

8. Al known well locations on the site have been included and such wells shall be maintained or abandoned
according to current regulations administered by the Santa Clara Valley Water District Call (408) 265-2600
Extension 2660 to arrange for District observation of all well abandonments.

4. CONTRACTOR SHALL FINISH GRADE
FILL MATERIAL TO SURFACE DRAIN TO
RELOCATED AREA DRAIN.

9. In the event that Human Remains and/or Cultural Materials are found, all project-related construction should
sease within a 100-foot radius. The contractor shall, pursuant to section 7050.5 of the Health and Safety code,
and section 5007.94 of the Public Resources Code of the State of California, notify the Santa Clara County

Coroner immediately. 5 ALL WORK SHALL BE IN ' ABBREVIATION: ~ LEGEND: 80
- o oo W)
10. This plan does not approve the removal of trees Appropriate tree removal permits and methods of tree CONFORMANCE WITH THE o CONCRETE o - X ©
preservation should be obtained from the City's Pianning Department and the City Arborist GEOTECHNICAL REPORT PREPARED | INT | | oW A § 'é Q
BY PRA GROUP, INC. DATED MARCH CAP CONCRETE ANGLE POI (D\ SHEET NOTE Z <o T .
i - i - ' 21, 2016, NO. GA—108/6332—01 CO CLEAN OUT o< > S
11. For non-residential projects, any non-hazardous export resulting from project related excavation or {and ’ s . | G | GROUND % 9850 EXISTING GRADE SHOT % XX
clearing shall be 100% reused and recycled per California Green Bullding Standards Code section 5 408. | | | OH OVERHEAD LINES ’ E:_ E = Q o
E ELECTRICAL & SS CLEANOUT @ 3 T8
12. Civil Engineer Information and Statements’ D ASPHALT CONCRETE PAVEMENT N < Bu0s
A. The Civil Engineer for this project is' (Charles Ozanich, MVE, Inc.) : Y, WATER VALVE /, AREA DRAIN INLET = 8 g .
| | 1Lt iy
T &) ELECTRICAL BOX E § % 8 T
B. This Rough Grading Plan has been prepared under the direction of a licensed engineer and — STREET LIGHT |
designed based on the recommendations of the referenced project Geotechnical Report - STROM DRAIN INLET
C. The stormwater conveyance systern has been designed in accordance with the appropriate e WATER METER
Building and Plumbing Codes or has been proven to be designed with adequate capacity through |
signed and sealed hydraulic calculations. | o ——fhe = EG CONTOUR SRR e
| b Tmed LT T ey T T L
| - B e RN 3¢ B
13. Soils Engineer Information and Requirements: | ) e DESIGN ELEVATION | SRR T B
A. The Soil Engineer for this project is: (Daniel J. Rhoades, PRA Group,inc.) R ng
| B R
B. The Geotechnical Report for this project is: No. GA-109/G332-01 “ﬁgf
_ _ o . . . EXISTING TREE E
C. Al grading work shall conform to the recommendations of the project Geotechnical Report and/or i aj s
the project Soil Engineer. B EAuUs
D. All grading work shall be observed and approved by the Soil Engineer. The Soil Engineer shall be | };E!E
notified at least 48 hours before beginning any grading. Unobserved and/or unapproved grading %3_[“}1 =
work shall be removed and replaced under observation g
. SN <IN
14. A post construction "Final’ Report is required by the Director of Public Works from a Civil Engineer retained by | %.}#; a
the owner to observe the construction stating: Sl‘_‘|EET _LN DEX_ &;%3
A. "That the construction conforms to the lines and grades on the approved plans,” or 1 N zﬁgﬁ
B. “that all significant changes were reviewed and approved in advance by the Department of Public g 'égig{ﬁgh‘;ﬁ q E%
Works" and the Civil Engineer shall submit a "Record Drawing” plan. 4. O PORARY ERGSION CONTROL PLAN B g
. - “,_ 3"} e H ,*“i w |
: . o wr ‘,Ld T{ _fh ; o X “:"4 ; |
15 A post construction “Final" Report is required by the Director of Public Works from a Soil Engineer, and also g Eggg:gm gg:¥:g:: gg{fi s e e e Eﬁ o
from an Engineering Geologist if the projectis in a Geologic Hazard Zone, stating: - AR E %
A "thatthe anticipated conditions and materials and actual site conditions and materials were y i &
compatible,” and supply supporting data; or , o @ |
e e B E
B. "that the design was modified to meet the new conditions and was reviewed and approved in | - - | i B %
advance by the Department of Public Works;" and provide supporting data for these statements. B R S s
LLI
© 1=
16. According to the City's Waste Water Ordinance, the use of potable (piped or hydrant) water for building or g uza
construction purposes including consolidation of backfill or dust control Is prohibited E = %
| | Z
Reclaimed water 1s availabie (on a cost recovery basis) from the City's Environmental Services Department, | | - | o S - - ELJ . é
Water Poliution Control Division located at 700 Los Esteros Road For more information, please call David - —— —— - _ _ ] g | 3
T otar ot (408) 7951865, , GEOTECHNICAL ENGINEER OF RECORD APPROVED FOR GRADING T = 21218
EARTH WORK QUANTITIES _ AND DRAINAGE ONLY N Z |2
An application for an Exception Permit to approve use of hydrant water can be considered In the PW CUT: 2826 CY | THIS PLAN HAS BEEN REVIEWED AND FOUND TO BEIN DEPARTMENT OF PUBLIC WORKS @, < - & &
Development Services Office. Fax-back service is provided for this permit application -- contact (408) FILL: 2826 CY REPLACED ! GENERAL CONFORMANCE WITH THE INTENT AND PURPOSE CITY OF SAN JOSE. CALIFORNIA < <X 1w 2 % E:;
6535-7802. EXPORT: 200 CY | - OF THE GEOTECHNICAL REPORT. | Z -~ LU % %
{7 A Haul Route Permit is required for all projects moving more than 10,000 C.Y. of earth. This Grading Permitis IMPORT: 200CY B 2.1(76 06/21 201 o << O % —E
invalid without the Haul Route Permit. Haul Route Permits should be obtained from the City's Transportation DATE OF REPORT Date nd Y Sy
Department. ‘ O _>_ 1] g |
- ' 2t/ |58
18. Grading will not be allowed between October 1st and April 30th of any year without Erosion Control plans and " . ) 66 21/ 201k 05 ) I— E 5
measures approved by the Director of Public Works Stormwater pollution prevention measures in enior En%i’ne P Date (D L] — s O
accordance with City specifications and with the document "Clean Bay Blueprint" shall be implemented Al gl . HASESp e o [2017- O — 3 E %
throughout the year to the satisfaction of the Director of Public Works. Eé??ﬁ’ﬁﬁgg - E'e: 'Bat? 2 ; z o z ofe.
it Nu r xpiratio e ey ol&
y 7
19. A post construction "as-built” pian is required by the Director of Public Works from a Civil Engineer retained | | L | - 2 (N = %
by the owner to provide the final horizontal ana vertical locations of the improvements approved with this plan ) 3
such as subdrains, on-site storm water conveyance and treatment systems, and on-site retaining structures % g &
Bl
= |2
& (o
SHEET >
Know what's below. | b
Call before you dig. Of 6 SHEETS |¢
o™

PW PROJECT #
3-01552

Plot Apnil 27,

.‘:'“. h:._ﬂ'. -
S T R R
E T IR



" ol » ..__..-_—-t-“-"_*—*.
\ - .
.-'.-Il"-- i T— e bl A el i
i r— . apen— R
i i i R
#.-__,... -_....n-n-.-.lhl-l-"'""-"'_-.' .--.-l--"".'--
ey ey e Y gl Py ; .
-...-.l-ll--'-' g et W -__...i----—'- “—'_-i'_-.ﬂ.,—_ .__.._.—-'—""-
g b — el S B A S el il
. ey s —
-....h.l""-' R :
—-—-'"'-.- ..-',.-._.---!F-I‘ n 20 40
_--F"-“.' s e Ll
,_..'.-I—- ‘_q.—# e il el . Py Sk . .
: ,.-...-h...'.r-i'-""" e il e g I ; Fﬂﬁt
gk e ]
i -__,_.-q-r"-'. . _‘-.ﬂi—"_ ’-“-"--- I--.-‘.H-h.-”l'—l-i'-.-n---—-ﬂi'—'-"‘- --l'-‘l"‘—'-I i
— k- -l — -
—— - . e kS — ey, S Py [ ] .
bl . A . ) T el S R . Eperrarm——— g . ] i r—— !
_‘l"‘ ,-.'.--'-" fro— . a— i i —— . i ; .
J—— - — — [ T Par——— Y . .. e g Elty e it P )
-‘...--"'"" 110 e . . . : . el e e s i el el " — R g e Y Lk ke i . . . " - L
_#- e . - e . . . k!
_._— -.—l-l' iI""'_ Tepl Lol gy M . 4 i )
--'-'-*-. - ,l-i-""'"'" .-.-'-"H.. -'-"-""l'---ﬁl--.. . F . . - . - ; - i
.#-r-'l'-'- _— — i L N i s e e S e
. i W i’ i '-'-.-.
) e . am bt = T
— i i d o — . '-"'—-_u-.._.' _.—_-—-_-h
e —r i - e e Ty .,
i — —— e} '____.I- e gl e -m— Pep— ]
—— ...|I-l'-'.. '_—_.... o by i A e -_.-.-.-—-l-r""" L. ) . _-._-H-_H—-I—q—ll-l--l—l—l'“‘_
—— e R . met VR T M e . e ey v e . Sy - I_-um_—“_*‘__“-ﬂ_-.
il
A - ____-'-" — . i —— por iyl ATl i, e e
i _‘-.-.‘-...i —— e e e — e i s rm, S v rtaly st
-__-I-"-'.". ‘_.—“ ) e ily A—
e ——— e e L
il .._.,-.-l- '-_-_____-_- . —— e Sl Bl . S
—--"-. s PR el Tt e et . e e b
" -..-d-l"-' hl-i"'—h ) -, il Serln iy aeglt ey Wi
- -_--"""-F o — : ; T —— i — Mo fu -
. Moy, o Fe
. - -,'-..--—" p— b o S e ._—..-.-.n-i-l-'—"'-
— = ——
— a— - sy
A el - .
— "-.ul-ll"' gl "-‘.-_. . . R——— Y
i .._.--il-"' —_— . — T e e el i T, ogfie Sl S
o h— I-.,-.-I--' _.-._- . - -_-_.-H—_"'
e — - - el gl el =t
o e i g *
L gl - -
wae e __#-.‘!:-"-"—- o o ¢ . | .
_..,-F‘ . g - [ J
- - _— ‘..- - -
- ——
77 - - TOEDAYILIIE =~
f -t
i S
— - =) rﬁ#_ e
- ;J ..'H"'_'l-'n_._.i--""".'
-
e — N,
- - 1-
'.-ll" -
- -
- ".r i i el Sy
ﬁ gfi ;?_ e Brirall = e
L] .,.ll
2.3 .

D=117° 14’ 58"
L=81.86" R=40.00’

x 96.56

KI5 51
-~ WA/FLE6POC

A il . Sl s i e S,
Tk e e Beaa
S g

\

\ GENERAL NOTES

=90" 01" 56"
[=31.43" R=20.00" \ CONTRACTOR TO REMOVE MATERIALS AS SHOWN OR AS REQUIRED
\ . TO EXCAVATE AND STOCKPILE EXCAVATED SOIL.
73 24
FLEPOCOCLHCR DEMOLISHED MATERIAL SHALL NOT BE MIXED WITH EXCAVATED
 SOIL. SEPARATE MATERIALS INTO PILES ACCORDING TO MATERIAL
\ TYPE FOR REMOVAL AND DISPOSAL.
\ _
\ TEMRORARY F2 \ e
REMAIN-NO ACCESS IN \ P

OF PROJECT
\

’ SHEET KEY NOTES

REMOVE CONCRETE PAD.

REMOVE ASPHALT,

- REMOVE CURB.

3.....0 NVED 29 EL 94 04 _REMOVE CONCRETE TO LIMITS OF EXCAVAT|0N.

~ LETTER 1" IN "IRON” ON \
TOP OF LiD

/ ENCH MARK \

REMOVE ALL MISCELLANEOUS STRUCTURES WITH IN THE LIMITS OF
EXCAVATION AND STOCKPILE AREAS.

REMOVE 22 TREES AS SHOWN. SEE TREE REMOVAL PERMIT.

Qe @O,

EXISTING STORM DRAIN INLET TO REMAIN N PLACE.
SEE EROSION CONTROL PLAN FOR INLET PROTECTION

D=89° 58" 18"
L=31.41, R=20.00""

SURFACE LEGEND

T T T EXISTING ASPHALT CONCRETE TO
BE DEMOLISHED
r // // /]7/7/ // // A EXISTING CONCRETE TO BE
, DEMOLISHED

EXISTING ON-SITE CURB TO BE
DEMOLISHED

L I EXISTING CONCRETE

150 _ _
FLEBC / - — Q8% —————- EXISTING MAJOR CONTOURS

\

P
\
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Know what's below.
Call before you dig.
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_GENERAL NOTES

CONTRACTOR TO PERFORM EXCAVATION OF SOIL IN ACCORDANCE
WITH ALL OSHA AND LOCAL CODES. IT IS THE RESPONSIBILITY OF

. ; | ‘ ' | { AN THE CONTRACTOR TO FAMILIARIZE THEMSELVES WITH THESE
_______________ _ e | | \ , . . - : "-?H'%' ‘1‘ \ CODES

CONTAMINATED MATERIAL SHALL BE DIRECT LOADED AND HAULED
TO A PROPER DISPOSAL SITE. CONTAMINATED SOIL SHALL BE
STORED ON SITE.

JOE _78.8
S FG 95.2

Ok 78,7

e 20l 57

A AP

-

L4

n _SHEET KEY NOTES

- Cﬁ Ay J:’f

\D94.89 \
. \ e A
ELECT/PED/METER

N,

T \ (2) BOTTOM OF EXCAVATION.

\ \ (3) SLOPE SHALL BE NO STEEPER THAN 1 HORIZONTAL TO 1 VERTICAL
e ~ (1:1). ALL EXCAVATION SHALL CONFORM TO CURRENT OSHA AND

\ o LOCAL CODES.

\ STOCKPILE SLOPES SHALL BE 2 HORIZONTAL TO 1 VERTICAL (2:1).
®, STOCKPILED SOIL SHALL BE SHAPED TO AVOID LOW SPOTS THAT
P ,, MAY HOLD WATER. SHAPE AND HEIGHT OF STOCKPILE MAY VARY.
\ \ COVER STOCK PILE WITH 4 MIL PLASTIC DURING
\ \ ~ NON-CONSTRUCTION TIMES.

,-"J o . o ot \
2 -~ (5 EXISTING DRAINAGE INLET TO REMAIN IN PLACE. CARE SHALL BE

_ 7
X429 S0 530w S 7Y BENCH MAR TAKEN WHEN TRENCH IS BACKFILLED SO DRAIN REMAINS IN

ﬁfcﬁﬁi@?’gw __55'%_:& NVGD 29 EL:94 04 | SERVICE AT COMPLETION OF THE PROJECT.

SELECT MATERIAL IN ACCORDANCE WITH GEOTECHNICAL REPORT.
SLOPE TO DRAIN TOWARDS AREA DRAIN.

_ N\P* - _ o
G‘ | | | TOE/MTOP: ELEVATIONS
P . O 287 OF EXCAVATIONS.

/ _ FG: FINISHED
- SURFACE ELEVATION

P _ AFTER BACKFILL.

2 P LETTER 1" IN "IRON” ON TOP | |
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Call before you dig.
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SRS GENERAL NOTES _ ..l.. _
R _GENERAL ._ :
-
CONTRACTOR SHALL INSTALL INLET PROTECTION AT | !
ALL STORM DRAIN INLETS THAT MAY BE .. . N
SUSCEPTIBLE TO CONSTRUCTION INELUENCE. O
IT IS ANTICIPATED THAT CONCRETE WASHOUT IS . .l.l
NOT REQUIRED ON THIS PROJECT BUT LOCATION IS |
SHOWN INCASE IT IS. 1S NOT REQUIRED TO BE |
INSTALLED UNLESS CONCRETE IS USED ON-SITE. EEEEE.
f |
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TEMPORARY FENCE TO

‘WD!D NO. : N/A !

Lo
o O
REMAIN-NO ACCESS IN OR OUT \ R 0. 5%
b o
OF FROKCT SITE AT TH1S, DW. _SHEET KEY NOTES J i3S
.. | | < O <o
A I U A NUZ A G D A A A R N S A A A IS - N - A N 2 == . N e (1) INSTALL FIBER ROLLS AS SHOWN & x93
. 2 £257
| (2) INSTALL INLET PROTECTION. 0 Sa
_ o _ O 95379
\ (3) COVER STOCKPILE WITH 4 MILL PLASTIC. OVER-LAP JOINTS 3. X Zobo
SECURE PLASTIC IN PLACE TO PREVENT WIND AND RAIN DAMAGE. S gz6x
PLASTIC SHALL ABUT FIBER ROLLS AND NOT EXTEND UNDER THEM. < <¥k¥Ou
(4) STOCKPILE SLOPES SHALL BE 2 HORIZONTAL TO 1 VERTICAL (2:1).
STOCKPILED SOIL SHALL BE SHAPED TO AVOID LOW SPOTS THAT
MAY HOLD WATER. MAXIMUM HEIGHT SHALL BE 12' FROM EXISTING
GRADE.
(5) STABILIZED CONSTRUCTION ENTRANCE.
(§) STORAGE/MAINTENANCE AREA.
(7) CONCRETE WASHOUT. NOT REQUIRED UNLESS CONCRETE S USED
ON SITE.
APPLY CLEAN STRAW MULCH 1 #* THICK TO THE AREA OF
DISTURBANCE ONCE BACKFILL OPERATIONS ARE COMPLETED.
SYMBOL | DESCRIPTION ' &
CONCRETE WASHOUT PER CASQA BMP WM~ 3
. N _ L | . . _ | ?.,_ .. E g
r DRAINAGE INLET PROTECTION, TEMPORARY INLET 5 1|
7 INSERT, TYPICAL ALL DRAIN INLETS PER CASQA BMP S Bl
B SE—10. SEE OFFSITE PLANS FOR OFFSITE DI'S L
PR @S @ . . [
S X | STABILIZED CONSTRUCTION ENTRANCE/EXIT PER 2
, SOSOS] orsos aue - R
Y| STORAGE / MAINTENANCE / AND FUELING AREA 2|k
: ;‘\\\ PER CASOA NS—8, 9, 10 WM—1 THROUGH WM—10 Z _ % =
Tl B
FIBER ROLL OR SILT FENCE, TYP. PER 5 % 2
CASQA BMP SE—1 OR SE—5 T N =]
+ + * 4 | | ' ' |_ N % o %
- — + + 4+ + | HYDROSEED OR HYDRAULIC MULCH PER W ¢ AL
BMP SUMMARY TABLE f+ 47+ + 74| CASQA BMP EC-3 OR £C—4 @, < El) cl |Z
_ i __ g < 1K
BMP CATEGORY | | BMP usep - Z > X °|z3|2
| | - = |- 5|2
FIBER ROLLS, PLASTIC COVER FOR STOCKPILE, STRAW << O 2
EROSION CONTROL Z S1E
MULCH _ ¥ ¥ & 3>
"y FIBER ROLLS, INLET PROTECTION, STABILIZED RS @, g%
SEDIMENT CONTROL CONSTRUCTION ENTRANCE o > —~ 2|8
_ HAVE DUMPSTER AVAILABLE, PICK UP TRASH AND OTHER ¢ W O 2l=]8
GOOD SITE MANAGEMENT MATERIAL. STORE MATERIALS AND EQUIPMENT AT -~ W = S|l
. _STORAGE AREA _ = ?\13 P Z|5|8
g 0.
NON~—STORMWA TER USE DUST CONTROL MEASURES SUCH AS WATERING. Q “la
MANAGEMENT STORE MATERIALS IN STORAGE AREA IN SAFE CONTAINER é % RE
3 - SITE 1S BOUNDED BY CURB NO RUN ON. FIBER ROLLS @, g |
RUN=ON/OFF CONTROL AND EXISTING CURB TO PREVENT RUN~—OFF. 4E
ACTIVE TREATMENT CONCRETE WASHOUT AREA AND STORAGE AREA 4\ e SHEET <
SYSTEMS | _ A 4 :
x., _ ' | Know what's below. 3
. . Call before you dig. Of 6 SHEETS o
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EROSION CONTROL NOTES

70.

/1.

/2
13,

74,

15.

16.

77

78.

19.
20.

21.

22.

23.

24.

25.

26.

'GRAVEL CONSTRUCTION ENTRANCE SPECIFICATIONS

THE CONTRACTOR SHALL MAINTAIN AN ERQOSION CONTROL PLAN REFLECTING WORK COMPLETED/PROPOSED AND
EROSION AND SEDIMENT CONTROL MEASURES 70 BE TAKEN.

CONTRACTOR SHALL HAVE THE TRAINED PERSONNEL, TOOLS, EQUIPMENT, LABOR AND MATERIALS NEEDED TO 28

IMPLEMENT EROSION AND SEDIMENT CONTROL MEASURES AT ALL TIMES.

EROSION CONTROL MEASURES SHALL BE IMPLEMENTED IN TIME TO BE 100Z EFFECTIVE. SLOPE PROTECTIVE

MATS, SEDIMENT TRAPS AND/OR DESILTING BASINS SHALL BE INSTALLED AS NEEDED TO CONTROL SEDIMENT
IRANSPORTATION. GRADING SHALL COMPLY WITH THE REQUIREMENTS OF THE REGIONAL WATER QUALITY CONTROL

BOARD PLERMIT. 20.

ALL EXISTING INLETS IN THE VICINITY SHALL BE PROTECTED BY THE INSTALLATION OF FILTER FABRIC,
GRAVEL BAGS SILT FBARRIERS AND OTHER SEDIMENT CONTROL MEASURE PER DETAILS HEREON SUCH

MEASURES SHALL BE MAINTAINED UNTIL APPROVAL OF A NOTICE OF TERMINATION (NOT) BY THE STATE.

CONTRACTOR SHALL PROVIDE AND MAINTAIN DRAIN INLET PROTECTION FOR ALL CATCH BASINS LOCATED IN 47.

THE VICINITY OF WORK. THIS INCLUDES ANY CATCH BASINS LOCATED IN THE PUBLIC RIGHT—OF-WAY, AS
WELL AS ANY CATCH BASINS IN THE PAKKING LOJ.

42,

CONTRACTOR SHALL ENSURE THAT ALL DEFVICES SHOWN SHALL BE IN PLACE THROUGHOUT THE DURATION OF THE
PROJECT BEFORE EACH WORKING DAY AND AT THE END OF THE WORKING DAY.

ALL EROSION AND SEDIMENT STRUCTURES SHALL BE INSPECTED AFTER EACH STORM AND AT THE END OF EACH 43,

WORKING DAY. STRUCTURES SHALL BE CLEANED OUT AND REPAIRED OR REPLACED AS NECESSARY, TO BE
EFFECTIVE.

ALL BASINS AND CHECK DAMS SHALL BE DRY AND ALL DEBRIS AND 50/[. REMOVED WITHIN 24 HOURS AFTER EACH
STORM EVENT.

ALL PAVED AREAS SHALL BE KEPT CLEAR OF ALL FARTH MATERIAL AND DEBRIS. THE SITE SHALL BF
MAINTAINED SO THAT SEDIMENT RUNOFF, DOES NOT ENTER THE STORM SYSTEM.

AS STORM DRAIN IMPROVEMENTS ARE CONSTRUCTED, ALL STRUCTURES AND INLET PIPES SHALL BE PROTECTED
FROM INFLOW OF SILT BY THE INSTALLATION OF FILTER INSERTS, GRAVEL BAGS SILT BARRIERS AND OTHER
SEDIMENT CONTROL MEASURES. | 56,

ADJACENT PROPERTIES SHALL BE PROTECTED FROM STORM WATER, MUD, SOIL, OR CONSTRUCTION MATERIALS,
AT ALL TIMES.

CONTRACTOR SHALL CONSTRUCT AND MAINTAIN EROSION CONTROL STRUCTURES AND DEVICES ON AND
OFF SITE AT THE LOCATIONS SHOWN ON THE FPLANS.

ALL COMPLETED DRAIN INLETS SHALL BE PROTECTED WITH SILT BARRIERS.

THE PERMITTEE OR CONTRACTOR FOR EFMERGENCY WORK SHALL ALERT STANDERY CREWS DURING
RAINS TORMS.

TEMPORARY EROSION CONTROL DEVICES SHOWN ON THE GRADING PLAN, WHICH INTERFERE WITH THE WORK SHALL
BE RELOCATED OR MODIFIED WHEN THE INSPECTOR SO DIRECTS AS THE WORK PROGRESSES. THE SWPPP SHALL BE
UPDATED TO REFLECT ANY MODIFICATIONS.

CONTRACTOR SHALL REMOVE ALL LOOSE SOIL, SEDIMENT AND CONSTRUCTION DEBRIS FROM THE STREET AREAS
UPON STARTING OPERATIONS AND AT THE END OF EACH WORKING DAY AND AS DIRECTED BY THE INSPECTOR. THE
SITE SHALL BE MAINTAINED SO AS TO MINIMIZE SEDIMENT LADEN RUNOFF TO ANY STORM DRAIN SYSTEM.

EXCEPT AS OTHERWISE DIRECTED BY THE INSPECTOR, CONIRACTOR SHALL INSTALL ALL BEST MANAGEMENT

PRACTICE (BMP) DEVICES BEFORE EACH WORKING DAY AND THAT ALL BMP DEVICES SHALL BE DEPLOYED,
INSPECTED, AND REPLACED THROUGHOUT THE COURSE OF THE FROJECT, REGARDLESS OF SEASON.

TO MINIMIZE EROSION OF GRADED BANKS, ALL GRADED BANKS STEEPER THAN 2.5:1 AND HIGHER THAN 5 FEET,
SHALL BE HYDROSEEDED, LANDSCAPED OR SEALED /F THE PERMANENT STORM DRAIN SYSTEM IS NOT INSTALLED BY
OCTOBER 1, TEMPORARY DITCHES SHALL BE CONSTRUCTED 7O CONTAIN THE STORM WATER AND DIRECT IT, IN A
MANNER THAT AVOIDS EROSION OF THE BANKS, TO THE EROSION AND SEDIMENT CONTROL FACILITIES. SEE SEED
MIXTURE REQUIREMENT ON THIS SHEET.

AS A PART OF THE EROSION CONTROL MEASURES, THE UNDERGROUND STORM DRAIN FACILITIES SHOULD BE 38.
INSTALLED COMPLETE AS SHOWN ON IMPROVEMENT PLANS PREPARED BY MVE, INC.

ALL CUT AND FILL SLOPES ARE TO BE PROTECTED TO PREVENT OVER BANK FLOW.

THE CONTRACTOR SHALL PLACE DRAIN ROCK AS A GRAVEL ROADWAY (8" MIN. THICKNESS, 12 FEET MIN. WIDTH

AND 50 FEET LONG) AT EACH ROAD ENTRANCE TO THE SITE. ANY MUD THAT IS TRACKED ONTO PUBLIC |
STREETS SHALL BE REMOVED THE SAME DAY 59.

THIS PLAN MAY NOT COVER ALL THE SITUATIONS THAT ARISE DURING CONSTRUCTION DUE TO UNANTICIPATED
FIELD CONDITIONS. VARIATIONS MAY BE MADE 10 THESE PLANS IN THE FILED, SUBJECT TO APPROVAL OF THE
INSPECTOR. ANY CHANGES WILL BE INDICATED IN THE SWPFPF.

CONTROL MEASURES ARE SUBJECT TO THE INSPECTION AND APPROVAL OF THE PUBLIC WORKS DEPARTMENT.
CONTACT PUBLIC WORKS CONSTRUCTION INSPECTION AT LEAST 48 HOURS PRIOR TO THE START OF ANY WORK TO
ARRANGE FOR INSPECTION.

BORROW AREAS AND TEMPORARY STOCKPILES SMALL BE PROTECTED WITH APPROPRIATE EROSION CONTROL
MEASURES (SEEDED) TO THE SATISFACTION OF THE INSPECTOR.

SEDIMENT TRAPS SHALL BE CLEANED OUT WHENEVER SEDIMENT REACHES THE SEDIMENT CLEAN-OUT LEVEL. IT

IS THE CONTRACTOR'S RESPONSIBILITY TO CLEAN THE DESILTING BASINS AND THE SEDIMENT TRAPS. ALL
MEASURES WILL BE INSPECTED DAILY BEFORE AND AFTER EACH STORM. BREACHES IN DIKES AND SWALES WILL
BE REPAIRED AT THE CLOSE OF EACH DAY AND WHENEVER RAIN IS FORECAST.

EROSION CONTROL STRUCTURES SHALL BE ADJUSTED BY THE CONTRACTOR TO REFLECT ALL CHANGES IN
DRAINAGE AS STREETS AND BUILDING PADS ARE BEING INSTALLED.

CONTRACTOR SHALL SCHEDULE WORK THAT COULD LEAD TO EROSION OR SEDIMENT CONTROL ISSUES FOR DRY
WEATHER DAYS WHEN NO RAIN /S IN THE IMMEDIATE FORECAST.

STRAW ROLLS CONSTRUCTION NOTES

27.
Z8.
29.

30.

3.

32.

JJ.

34,

35.
Jb.

FINISH THE SLOPE BEFORE THE STRAW ROLL INSTALLATION IS STARTED.
SHALLOW GULLIES SHOULD BE SMOOTHED AS WORK PROGRESSES.

DIG SMALL TRENCHES PARALLEL TO THE SLOPE CONTOUR, TO PLACE ROLLS IN. THE TRENCH SHOULD
BE DEEP ENOUGH TO ACCOMMODATE HALF THE THICKNESS OF THE ROLL. WHEN THE SOIL IS LOOSE

AND UNCOMPACTED, THE TRENCH SHOULD BE DEEFP ENOUGH TO BURY THE ROLL 2/3 OF ITS
THICKNESS BECAUSE THE GROUND WILL SETTLE.

IT IS CRITICAL THAT ROLLS ARE INSTALLED PERPENDICULAR TO WATER MOVEMENT, PARALLEL TO THE
SLOPE CONTOUR.

START BUILDING TRENCHES AT CONTOUR INTERVALS OF 10 TO 25 FEET APART DEPENDING ON STEEPNESS OF SLOPE.
THE STEEPER THE SLOPE, THE CLOSER TOGETHER THE TRENCHES.

LAY THE ROLL ALONG THE WENCHES FITTING IT SNUGLY AGAINST THE SOIL. MAKE SURE NO GAPS
EXIST BETWEEN THE SOIL AND THE STRAW WATILE.

USE A STRAIGHT BAR TO DRIVE HOLES THROUGH THE WATTLE AND INTO THE SOIL FOR THE WILLOW OR
WOODEN STAKES.

DRIVE THE STAKE THROUGH PREPARED HOLE INTO SOIL. LEAVE ONLY 1 TO 2 INCHES OF STAKE EXPOSED
ABOVE THE ROLL.

INSTALL STAKES AT A MAX DISTANCE OF 4 FEET APART ALONG THE WATILE.

INSPECT ALL THE STRAW ROLLS AND THE SLOPES BEFORE AND AFTER STORMS. MAKE SURE THE ROLLS ARE IN
CONTACT WITH THE SOIL.. REPAIR ANY ROLLS OR GULLYS PROMPTLY. RESEED OR REPLANT VEGETATION IF NECESSARY
UNTIL THE SLOPE IS STABILIZED.

39.

37/. THE AGGREGATE SIZE FOR THE GRAVEL CONSTRUCTION ENTRANCE PAD SHALL BE 2-3 INCH DIAMETER STONE.

PLACE THE FAD WHERE SHOWN ON THE PLANS AND WHERE NEEDED TO LIMIT SEDIMENT LEAVING THE SITE.

THE THICKNESS OF THE PAD SHALL NOT BE LESS THAN 8 INCHES. USE GEOTEXTILE FABRICS, IF NECESSARY,
TO IMPROVE STABILITY OF THE FOUNDATIONS IN LOCATIONS SUBJECT TO SEEPAGE OR HIGH WATER TABLE.

??-/EELENGW OF THE PAD SHALL BE AS REQUIRED, BUT NOT LESS THAN 50 FEET AND NOT LESS THAN 12 FEET
WIDE.

THE PAD SHALL BE MAINTAINED IN A CONDITION THAT WILL PREVENT TRACKING OR FLOWING OF SEDIMENT
ONTO PUBLIC RIGHTS—-OF-WAY. THIS MAY REQUIRE PERIODIC TOP DRESSING WITH ADDITIONAL STONE AS

CONDITIONS DEMAND, AND REPAVE AND/OR MAINTENANCE OF ANY MEASURES USED TO TRAP SEDIMENT.

ALL SEDIMENT SPILLED, DROPPED, WASHED OR TRACKED ONTO PUBLIC RIGHTS—OF—WAY SHALL BE REMOVED
IMMEDIATEL Y. PROVIDE DRAINAGE TO CARRY WATER TO A SEDIMENT TRAP OR OTHER SUITABLE OUTLET.

WHEN NECESSARY, WHEELS SHALL BE CLEANED TO REMOVE SEDIMENT PRIOR TO EXIT ONTO PUBLIC
RIGHTS—OF—-WAY. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA STABILIZED WITH CRUSHED
STONE THAT DRAINS INTO AN APPROVED SEDIMENT TRAP OR SEDIMENT BASIN.

ALL SEDIMENT SHALL BE PREVENTED FROM ENTERING ANY STORM DRAIN, DITCH OR WATER COURSE THROUGH
USE OF GRAVEL BAGS, STRAW WADDLES, OR OTHER APPROVED METHODS.

NOTES 44-55———BLANK

. il

TO COMPLY WITH THE STATE OF CALIFORNIA'S STATEWIDE GENERAL NPDES PERMIT. REGULATING
DISCHARGES OF STORM WATER ASSOCIATED WITH CONSTRUCTION ACTIVITY FROM SOIL DISTURBANCES OF 7
ACRE OR MORE. A NOTICE OF INTENT (NOI) TO COMPLY WITH THE TERMS OF THE GENERAL PERMIT TO
DISCHARGE STORM WATER ASSOCIATED WITH CONSTRUCTION ACTIVITY MUST BE FILED AND APPROPRIATE
FEE PAID PRIOR TO COMMENCEMENT OF CONSTRUCTION. THE NOI CAN BE OBTAINED BY ENTERING THE
PROJECT INFORMATION AND UPLOADING THE PROJECT SWPPP ONTO THE SMARTS WEBSITE. IN ADDITION, AT
THE CONCLUSION OF THE PROJECT A NOTICE OF TERMINATION (NOT) MUST ALSO BE FILED. SUBMIT THE
FEE, NOIL AND NOC 70 THE STATE WATER RESOURCES CONTROL BOARD VIA THE SMARTS WEBSITE.

STATE WATER RESOURCES CONTROL BOARD SMARTS WEBSITE ADDRESS:
HTTPS: //SMARTS. WA TERBOARDS. CA.GOV./SMAR TS /FACES,/SWSMAR TSLOGIN. JSP

NOI FILE DATE:
WDID NO:

P WP el (il yie re——

THIS PROJECT WILL DISTUREB LESS THAN 1 ACRE; HOWEVER SHOULD THE CONTRACTOR OR OWNER CHOOSE TO
FILE AN NOI AND OBTAIN A WDID NO. FROM THE STATE WATER BOARD, THAT INFORMATION SHALL BFE ADDED
HERE WHEN OBTAINED.

o e, i

57. ALL OPERATIONS SHALL LIMIT OR EXPEDITIOUSLY REMOVE THE ACCUMULATION OF MUD OR DIRT

FROM ADJACENT PUBLIC STREETS AT LEAST ONCE EVERY 24 HOURS WHEN OPERATIONS ARE

OCCURRING. (THE USE OF DRY ROTARY BRUSHES IS EXPRESSLY PROHIBITED EXCEPT WHERE PRECEDED
OR ACCOMPANIED BY SUFFICIENT WETIING TO LIMIT THE VISIBLE DUST EMISSIONS

UPON COMPLETION OF PHASED CONSTRUCTION, SUBSEQUENT PHASES SHALL RE-VEGETATE ALL
EXPOSED SOIL SURFACE WITHIN 30 DAYS, OR AS OTHERWISE APPROVED BY THE CITY, TO MINIMIZE
POTENTIAL TOPSOIL EROSION. REASONABLE ALTERNATIVES TO RE—VEGETATION MAY BE EMPLOYED,
ESPECIALLY DURING PEAK TEMPERATURE PERIODS OR TO AVOID NEGATIVE IMPACTS TO NEARBY
AGRICULTURAL ACTIVITIES, SUBJECT TO THE APPROVAL OF THE CITY.

ALL BMFPS USED DURING CONSTRUCTION SHALL COMFLY WITH THE MOST RECENT CASQA BMP
MANUAL AND THE NPDES CONSTRUCTION GENERAL PERMIT. IF THIS SHEET DISAGREES WITH THE
MOST RECENT CASQA BMP HANDBOOK, CONTACT THE ENGINEER FOR ADDITIONAL INSTRUCTIONS.

GENERAL CSJ EROSION AND SEDIMENT CONTROL NOTES:

4.

10.

1.

Contractor /Owner: Environmental Partners Inc., Issaquah, WA 98027, PH: 425—395—0046

It sholl be the owner's responsibility to maintain control of the entire construction
operation and to keep the entire site in compliance with the soil erosion control plan

Civil Engineer: Mid—Valley Engineering, 1117 L Street, Modesto, CA 95354,
Ph: 209-526—4214 , Contact Charles A (Tony) Ozanich

Construction Superintendent: Jerry Boyd, Issaquah, WA 98027, 425-—395-0046
Contractor: Environmental Partners Inc., Issaquah, WA 98027, PH: 425-395~-0046

This plan is intended to be used for interim erosion and sediment control only and is not
to be used for final elevations or permanent improvements.

Developer will submit to the City monthly (at the first of each month between Oct ist

and April 30th) certifications that all erosion/sediment measures identified on the
approved erosion control plan are in place. If measures are not in place, Developer shall
provide the City with a written explanation of why the measure is not in place and what
will be done to remedy this situation.

Owner /contractor shall be responsible for monitoring erosion and sediment control
measures prior, during, and after storm events

Reasonable care shall be taken when hauling any earth, sand, gravel, stone, debris, paper
or any other substance over any public street, alley or other public place. Should any

blow, spill, or track over and upon said public or adjacent private property, immediate
remedy shall occur

Sanitary facilities shall be maintained on the site.

During the rainy season, all paved areas shall be kept clear of earth material and debris.
The site shall be maintained so as to minimize sediment laden runoff to any storm
drainage system, including existing drainage swales and water courses.

Construction operations shall be carried out in such a manner that erosion and water

pollution will be minimized. State and local laws concerning pollution gbatement shall be
complied with. o

Contractor shall provide dust control as required by the appropriate federal, state and
local agency requirements.

EROSION AND SEDIMENT CONTROL MEASURES

The facilities shown on this plan are designed to control erosion and sediment during the
rainy season, October 1 to April 30. Facilities are to be operable prior to September 15
of any year. Grading operations during the rainy season which leave denuded slopes shalt
be protected with erosion control measures immediately following grading on the

slopes.During the non-—rainy season Best Management Practices (BMPs) must be
implemented during construction which includes, but is not limited to: stobilized
construction entrance, tire wash area and inlet protection.

This plan covers only the first winter following grading with assumed site conditions as
shown on the Erosion Control Plan. Prior to September 15, the completion of site
improvement shall be evaluated and revisions made to this plan as necessary with the

approval of the City Engineer. Plans are to be resubmitted for city approval prior to
September 1 of each subsequent year until site improvements are accepted by the City.

Construction entrances shall be installed prior to commencement of grading. All
construction traffic entering onto the paved roads must cross the stabilized construction

entrance ways. (Also include this note on grading plans.)

Contractor shall maintain stabilized entrance at each vehicle access point to existing

paved streets. Any mud or debris tracked onto public streets shall be removed daily and .

as required by the City.

If hydroseeding is not used or is not effective by 09/23, then other immediate methods
shall be implemented, such as Erosion control Blankets, or a three—step application of 1)
seed, mulch, fertilizer 2) blown straw 3) tackifier and muich.

Inlet protection shall be instolled at open inlets to prevent sediment from entering the

storm drain system. Inlets not used in conjunction with erosion control are to be
blocked to prevent entry of sediment. |

Lots with houses under construction will not be hydroseeded. Erosion protection for each
lot with a house under construction shall conform to the Typical Lot Erosion Control
Detail shown on this sheet.

This erosion and sediment control plan may not cover all the situations that may arise
during construction due to unanticipated field conditions. Variations and additions may be
made to this plan in the field. Notify the City Representative of any field changes

Maintenance Notes

1.

2.

Maintenance is to be performed as follows:
A.  Repair damages caused by soil erosion or construction at the end of each
working day.

B. Swales shall be inspected periodically and maintained as needed.

C. Sediment traps, berms, and swales are to be inspected after each storm and
repairs made as needed.

D.  Sediment shall be removed and sediment trap restored to its original
dimensions when sediment has accumuiated to a depth of 1 foot.

E. Sediment removed from trap shall be deposited in a suitable area and in such
a manner that it will not erode.

F.  Rills and qullies must be repaired.

Sand bag inlet protection shall be cleaned out whenever sediment depth is one half the
height of one sand baag.

Know what's E|0W.
Call before you dig.
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LATH & FLAGGING -

ON ALL SIDES
SANDBAG 10 ML
| PLASTIC LINING
BERM~— SANDEBAG
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BERM
SECTION A-A

10 MIL ‘
PLASTIC LINING

10 MIL
PLASTIC LINING

ﬁ
8
ol 4
S WOOD FRAME SECURELY
> FASTENED AROUND
STAK ENTIRE PERIMETER WITH
1 | f{‘ﬁ;" 5 TWO STAKES
' o SECTION B—8
7
e mOUCH oiay  PLASTIC LINING
WOOD FRAME

CONCRETE WASTE MANAGEMENT

C— <
2 EACH
DUMP STRAP
EXPANSION RESTRAINT
(1/4" NYLON ROPE,
2" FLAT WASHERS)
INSTALLATION DETAIL BAG DETAIL
DUMP STRAP '
1* REBAR FOR BAG
REMOVAL FROM INLET ‘
A DUMP STRAP
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SiLTSACK®OR EQUALLY APPROVED N
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_ IYPICAL SILTSACK CONSTRUCTION

SANDBAGS OF CONTINUOUS SPILLWAY NOTE:

BERM OF EQUIVALENT HEIGHT

SUPPLY WATER TO WASH
WHEELS IF NECESSARY

ROADWAY

USE SANDBAGS OR OTHER
APPROVED METHODS 710
CHANNELIZE RUNOFF

7/ Vo 0% 0 NGO N
, LAY AT XY &
g 273" (50-75mm) f "5.1‘ ¢l
,.""_'..gﬁ COURSE AGGREGATE ._-.g“.' =
K ~ MIN. 8" (150mm) THICK 5;'...1 X
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DIVERSION RIDGE
50" (15m) MIN. ]

7C-1 ROCK LINED CONSTRUCTION ENTRANCE

VERTICAL SPACING MEASURED
ALONG THE FACE OF THE

SLOPE AND VARIES BETWEEN 00
10° AND 20’ > </
N R |~ FIBER ROLL
<> 8" MIN.
Sl N
*-{4{12 ‘{ ::@:m ’p;)
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j% INSTALL A FIBER ROLL ; 3/4" x 3/4"
NN NEAR SLOPE WHERE IT .
UK TRANSITIONS INTO A “’mﬁqﬁr’:{@s
STEEPER SLOPE SPACING
TYPICAL INSTALLATION | __ |
NOTE: ENTRENCHMENT DETAIL
INSTALL FIBER ROLL
ALONG A LEVEL CONTOUR. FIB ER Ro L L
NTS

PLACEMENT AROUND
EXISTING CATCH BASIN

BURLAP SACKS 70
OVERLAFP ONTO CUKE

CATCH BASIN
BACK OF CURB

NOTE: |
ENCLOSE INLET AS
NECESSARY TO BLOCK FLOWS.

CRAVEL FILLED SANDBAGS
STACKED TIGHTLY

NOTE:
+ PLACE CURB TYPE SEDIMENT BARRIERS JUST UP SL OPE FROM INLETS

WHERE WATER CAN POND AND ALLOW SEDIMENT TO SEPARATE FROM
RUNOFF.

2 SANDBAGS OF EITHER BURLAP OR WOVEN ‘GEOTEXTILE' FABRIC, ARE
FILLED WITH GRAVEL, LAYERED AND PACKED TIGHTLY.

3. LEAVE A ONE SANDBAG GAP IN THE TOP ROW TO FROVED A SPILLWAY
FOR OVERFLOW.

4 INSPECT BARRIERS AND REMOVE SEDIMENT AFTER EACH STORM EVENT.
SEDIMENT AND CRAVEL MUST BE REMOVED FROM THE TRAVELED WAY
IMMEDIATELY.

INLET SEDIMENT BARRIER
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Know what's E|0W-.
Call before you dig.
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AMERIGAS PROPANE, LP
460 N. GULPH ROAD

KING OF PRUSSIA, PA 19406
CONTACT: JONATHAN KING
PH: (610) 337-7000, x3065

----------------

T RN UL A W R v e TR

. L PR e LR "_;- B, - o T LU A
' -

CALIFORNIA

SAN JOSE

GRADING & DRAINAGE PLAN
295 E. VIRGINIA ST.
EROSION CONTROL DETAILS

SHEET
6

Of 6 SHEETS
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